
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Manual 
W&T USB-Redirector 2.1 for Linux 

 



 2

Table of contents 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Table of contents ...................................................................................................................................................... 2 

Introduction:............................................................................................................................................................... 3 

Prerequisite: .............................................................................................................................................................. 3 

Computer architecture: ............................................................................................................................................ 3 

Install the USB-Redirector: ..................................................................................................................................... 4 

1. Install pakages .............................................................................................................................................. 4 
2. download of the W&T USB redirection ..................................................................................................... 4 
3. unpack the USB-Redirector ........................................................................................................................ 5 

Configuration of the USB redirection:.................................................................................................................... 5 

All parameters ....................................................................................................................................................... 5 
Use:............................................................................................................................................................................. 6 

1. start the deamon with the corresponding user right................................................................................ 6 
2. scan the network for USB server ............................................................................................................... 6 
3. list USB devices on a USB server ............................................................................................................. 6 
4. connect a USB device ................................................................................................................................. 7 
5. list of all integrated USB devices ............................................................................................................... 7 
6. disconnect the connected USB devices ................................................................................................... 7 



 3

 

Introduction: 

The W&T USB redirection for Linux consists of two components, a Deamon and the client. The Deamon is 
started once by the administrator and is equipped with limited rights. The client can then be used by a 
user (without root rights) to connect or disconnect USB devices. The "Virtual USB Host Controller" core 
driver [vhci_hcd] and a JSON library [libjansson] are required. 
 

Prerequisite: 

In order to use the USB redirection for Linux, the USB server must use at least the firmware version 
listed below. This can be downloaded at http://www.wut.de/[article number].  

 USB-Server 53642 Firmware version v2.00 or higher  
 USB-Server 53662 Firmware version v1.24 or higher  
 USB-Server 53663 Firmware version v1.10 or higher  

A special Linux distribution is not required, but the Linux system must be equipped with a kernel version 
3.17 or higher. 
 

Computer architecture: 

The Linux USB redirection is offered in two different versions (32-/64-bit). The computer architecture 
determines which version you need. You can find out which architecture your PC has with the following 
command: 

# uname –m 

 

 32-Bit version [i686] 
 64-Bit version [x86_64] 
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Install the USB-Redirector: 

The following packages must be installed as a basis: 

 LIBJANSSON 

 

1. Install pakages 

# sudo apt-get install libjansson4 

 

 

2. download of the W&T USB redirection 

# wget https://www.wut.de/download/tools/e-536ww-10-swww-210.tar.gz 
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3. unpack the USB-Redirector 

# tar -xvzf e-536ww-10-swww-210.tar.gz 

 

 

 

 

Configuration of the USB redirection: 

All parameters 

# usb_redirector_v2.1.x86_64 
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Use: 

1. start the deamon with the corresponding user right 

# sudo usb_redirector_v2.1.x86_64 –d [GROUP] 

 
 

2. scan the network for USB server 

# ./ usb_redirector_v2.1.x86_64 –a 

 

 

3. list USB devices on a USB server 

# ./ usb_redirector_v2.1.x86_64 –h [HOST] –s 
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4. connect a USB device 

# ./ usb_redirector_v2.1.x86_64 –h [HOST] –p [PORT] 

 

 

5. list of all integrated USB devices  

# ./ usb_redirector_v2.1.x86_64 –l 

 

 

6. disconnect the connected USB devices  

# ./ usb_redirector_v2.1.x86_64 –h [HOST] –u [Virtuelle PORT] 

 


